
Analogue Clean Room Telephone
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Specification
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Applications
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Ambient Temperature: -30 ~ +70 degree celsius
Relative Humidity: 10% ~95%
Atmospheric Pressure: 86 - 106kpa
Sound Level of Ringing: >80dB(A). 
Standard Frequency: Low frequency group 697, 770, 852, 941Hz.High frequency group 1209, 1336, 1477Hz.
Frequency Deviation: -1.5% ~ +1.5%
Call Transmission Index: (5km) SLR<12, RLR<-1, STMR>10, output impedance is 600ohm.
Applicable for various types of PABX with feeding voltage of 33-60V
MTBF:100,000 hours.  MTTR: 2 hours.

SUS304+PE membrance key panel, IP65 waterproof, dust-proof, 
corrosion resistant.
No pore on surface will not trap paticulate matter.
Built-in loud speaker, noise canceling microphone.

The clean room telephone can be programmed locally or remotely.
Press the vol key can control the volume. 
Hotline, hold, auto-answer and auto hang up available.

Available in wall mounted or flush mounted.

The telephone is designed for clean room, clinical, laboratory, operating theatres, medicine factories or
sanitary environments etc.

Model: HZ-CR02A
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Packing

Order Information

Item Description                                              Model Number

 

Cleanroom telephone wall mounted                  HZ-CR02A
Cleanroom telephone flush mounted                 HZ-CR02A2
OEM or ODM                                                     HZ-CR02AX

  

Warranty

36 months of defect warranty by manufacturer.

                Created: 12.05.2015  Updated:  15.12.2022                               

Please consult brochure for more information or visit: www.heoztech.com
Email: info@heoztech.com
Tel: +86 0755 2721 2891
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Unit size: 211x105.5x32.5mm
Net weight: 1.3kg
Packing size: 250x120x45mm
Gross weight: 2.0kg
Packing box: Carton box
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   Operation

Press the keypad to dial your number.
Normal telephone operation follows.
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Model: HZ-CR02A


