
Model: HZ-CR03V

VoIP Clean Room Intercom

Description
1. A group of speed dial numbers can be stored, and end customers can
set them by themselves through web.
2. Free dialing key on the front panel, IP65 waterproof degree.
3. After the caller hangs up, the intercom hangs up automatically.
4. Support standard SIP protocol 2.0.
5. Incoming calls can be answered automatically.
6. Full-duplex hands-free calling (HF)
7. Smart DSS key (speed dial key, redial key, etc.)
8. Support POE power supply, no external power supply required.
9. One-key voice broadcast IP, easy to operate.
10. Restart, reset, modify IP, etc. can be operated by keyboard.
11. With LCD display, show the caller ID, IP address, talking time.
12. RJ45 connector hidden design.
13. Support two sets of signal output, one set of short-circuit input, which can be connected with infrared probe, door
sensor, vibration sensor, etc.
14.VoIP Version,Support point to point solution within 100m communication distance.
15.Suitable for control room, call center, operator room.

Specification
▪ Communication: Full Duplex SIP Support: SIP2.0(RFC3261).
▪ Audio Code: G.711, G.7321, G.729, G.722
▪ Echo Cancellation Code: G.167 /G.168
▪ Sound Level of Ringing: >90dB(A). 3w speaker
▪ Auxiliary Contact: 1Aux output, dry contact.
▪ Rated Load: 0.3A at 125VAC, 1A at 30VDC.
▪ Rated Carry Current:1A
▪ DTMF: VoIP SIP Info DTMF RFC2833
LAN Protocols: Power over Ethernet(PoE, 802.3af)

▪ WLAN: IEE802.3af, Network Access Control: IEEE802.1xSTP:
IEEE802.1d, RSTP: IEEE802.1d-2004MTBF:100,000 hours.
MTTR: 2 hours.

▪

Operation

Applications

▪ Programming and configuration through web GUI.
▪ Management and operation: DHCP and static IP,
remote automatic software upgrade.

▪ The emergency intercom is designed for special
applications where a telephone must be both sturdyand
attractive.

▪ Application for clean room, hospital, kiosk and
biopharmaceutical factory etc.
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Model: HZ-CR03V

Drawing:

Packing Order Information
▪ Unit size: 211*108*35mm
▪ Net weight: 0.5KG
▪ Packing size: 250*120*50mm
▪ Gross weight: 1kg
▪ Packing box: Carton box

Warranty

36 months of defect warranty by manufacturer.

Please consult brochure for more information or visit: www.heoztech.com
Email: info@heoztech.com
Tel: +86 0755 2721 2891

©2022 HeoZ Technology Co., Ltd

Created: 25.03.2015 Updated: 15.03.2023

page 2 of 2

IK10

Item Description Model Number
Standard telephone HZ-CR03V
With Loudspeaker and Lamp HZ-CR03VHB
OEM or ODM HZ-CR03VX

Flush size: 195*92*33mm
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