
VoIP Public Telephone
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Specification

Applications

   Operation

Programming and configuration through web GUI.
Management and operation: DHCP and static IP,
remote automatic software upgrade.

The telephone is designed for special applications
where a telephone must be both sturdy and attractive.
Application for prison, kiosk, school and public areas.

This public telephone make up of handset, hook, 
digital keypads, mainboard and microphone in 
cold rolled steel body.
Fully keypad memory, speed dial, re-dial, handsfree
available.

Waterproof grade is IP55.
VoIP telephone power supply PoE or 12-24V DC.
Handset with armored cord, crystal tone quality, 
robust magnetic hook.
Metal keypad keeps robust and vandal proof.

Lightning protection to ITU-T recommendation K21. 
Ambient Temperature: -40 ~+70 degree celsius.

Communication: Full Duplex  SIP Support: SIP2.0(RFC3261).
Audio Code: G.711, G.7321, G.729, G.722
Echo Cancellation Code: G.167 /G.168
Sound Level of Ringing: >90dB(A). 1w speaker
Auxiliary Contact: 1Aux output, dry contact.
Rated Load: 0.3A at 125VAC, 1A at 30VDC.
Rated Carry Current:1A
DTMF: VoIP SIP Info DTMF RFC2833
LAN Protocols: Power over Ethernet(PoE, 802.3af)
WLAN: IEE802.3af, Network Access Control: IEEE802.1x
STP: IEEE802.1d, RSTP: IEEE802.1d-2004 
MTBF:100,000 hours.  MTTR: 2 hours.
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Packing
Unit size: 280x210x130mm 
Net weight: 2.5kg
Packing size: 300x220x155mm
Gross weight: 3.0kg
Packing box: Carton box

Order Information

Item Description                                      Model Number 
Telephone without speaker hole                HZ-VP06V
Telephone with speaker hole                     HZ-VP06V2
OEM or ODM                                             HZ-VP06VX
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 Using a security tool loosen and remove the security screw. 
 Separate the cover assembly from the bottom assembly. 
 The backplate assembly may be installed on any standard backboard. 
 Run the inside station wire through the backplate assembly and terminate on the RJ45 or 12V DC on the 
 backplate.
 Plug the modular line cord from the cover assembly into the RJ45 or 12V DC terminal block. 
 Dress the line cable away from the security screw and install the cover assembly by inserting the tabs into 
 the slots on top of the backplate. 
 Secure the cover assembly by tightening the security screw.
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Please consult brochure for more information or visit: www.heoztech.com
Email: info@heoztech.com
Tel: +86 0755 2721 2891

36 months of defect warranty by manufacturer.
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